
MANAGE YOUR 
PROJECTS

PAIR WITH TOOL

DOWNLOAD
TOOLSMART® APP

The Video Inspection Camera (VIC) -
capture/ record and display real-time 
video/still photos

• View hard-to-reach places with the minimally 
   invasive 8mm camera head at the end of a 
   flexible 3.3 ft. long probe
• Conveniently use your phone as a second 
   screen when the situation does not offer 
   optimal viewing angles
• Quickly save your pictures and videos to the 
   ToolSmart™ app on your phone with the press 
   of a button 
• Organize your photos and videos by 
   project to increase your productivity
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Video Inspection 
Camera

Connects Wirelessly to 
Your iPhone® or Android™ Phone

Connect with your 
tools, store your 
measurements, 
and perform simple 
calculations all 
within your Toolbox.

WORK
SMARTER

Record all your 
measurements and 
organize images, 
videos and materials 
for projects.

MEASURE
BETTER

Generate materials 
lists that take 
the hassle out 
of shopping for 
your project.

BE MORE
PRODUCTIVE

C O N N E C T E D  P R E C I S I O N

TM™



Video Inspection
Camera

• WiFi Range: 60 ft. (18m), max (unobstructed)
• Operating Temperature: 32º to 104ºF (0º to 40ºC) 
   @15 to 85% RH
• Power Source: (4) “AA” batteries (included)
• Dimensions: 6.5 x 3.5 x 3.5 in. (165 x 89 x 89mm)
• Weight of Grip, Console and Probe: 12 oz. (340g)

Download the free ToolSmart™ app
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Specifications:
• Camera-tipped Probe  Type/Diameter/Length: 
    Flexible-obedient/8mm (0.31 in.) / 3.3 ft. (1m)
• Camera Resolution: 640 x 480 pixels (VGA)
• Camera Light Source:  Four white 
   adjustable-brightness LEDs 
• Display Type/Size:  2.7 in. (69mm) / Color LCD
 • Display Resolution:  960 x 240 pixels
• Probe Water/Oil/Dust Resistance: 
   per IP67 standard
• Camera Field of View: 54°
• Camera Depth of Field: 1.2 in. to 10 ft. 
   (30mm to 3m)

Includes:
• Three snap-on probe tip accessories 
   (45°  mirror, pickup hook and magnetic pickup)
• Four “AA” batteries
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