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Apache Lightning 2  
Laser Detector

Lets You Get to Grade 
Faster on a Wide Variety  
of Job Sites

Features & BeNeFIts

 `The Lightning™ 2’s easy-to-read 
dual LCD and LED displays make it 
ideal for both exterior and interior 
applications

 `Equipped with a snap-in rod 
clamp allowing for fast switching 
from rod-mounted to hand-held 
applications

 `Tough IP67 waterproof housing 
protects the unit from dust, 
moisture, and accidental drops

 `With two on-grade sensitivities 
(fine and medium)

 `Loud 100 db speaker can be heard 
on noisy job sites

 `Weighs (with batteries) 0.65 lb 
(0.29 kg)

 `Weighs (with batteries and rod 
clamp) 1.00 lb (0.45 kg)

applIcatIoNs

 `Construction

Part No. ClamP Batteries Color

ATI993600-02 Clamp which fits both Square and Oval Rods Included Includes 2 x AA Alkaline Batteries Red

ATI993600-09 Clamp which fits both Square and Oval Rods Included Includes 2 x AA Alkaline Batteries Yellow
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The back of the Lightning 2
features a second LCD for
added convenience.

The Lightning 2 comes with a rod 
clamp which fits both square and 
oval rods.

Contact your local SECO dealer today!


